FEMALE END VIEW WIRING DIAGRAM SPECIFICATIONS

CONTACT CARRIER MATERIAL NYLON or PBT
5z \éVLHAEEK//B\/VLQﬁE ;;WOOQOC ‘g%m CONTACT MATERIAL/PLATING BRASS,/GOLD
3 = WHITE/GREEN DRAIN 1 HOUSING/LOCKNUT MATERIAL/PLATING BRASS /NICKEL
g - %EHETEEN//RVEHD\TE EWOOOOC gn?\m O—RING/GASKET MATERIAL RUBBER (NBR or FPM)
6 = DRA»& 9 DRAIN 2 RATED CURRENT [A] 3.0 A (PIN 12), 2.0 A (ALL OTHERS)
7 = RED/WHITE
5 WH/RD RATED VOLTAGE [V 150 V
8 = WHITE/ORANGE 7 ;@:%@OO@QC RD/WH V]
9 = ORANGE/WHITE DRAIN 3 OUTER JACKET MATERIAL/COLOR PVC/BLUE
1? - \éVLHUWEE//V?HL#E 8 WWH/OG CONDUCTOR INSULATION MATERIAL PVC
- 9 0G/WH
g = \?VRH‘ETEE’\J//BYF%VLV%W v DRAIN 4 NUMBER OF CONDUCTORS [AWG] 16x22 AWG, 1x18 AWG GROUND
12 - BROWN /WHITE WW?QGZX}QQQQC: WH,/BU DRAIN/SHIELD 9x22 AWG DRAINS/ALUMINUM FOIL SHIELDED
15 = WHITE/YELLOW S%Y\J\/HS CONDUCTOR ARRANGEMENT 8 SHIELDED TWISTED PAIR W/DRAIN, 1 GND, 1 DRAIN
16 = YELLOW/WHITE
17 = WHITE/VIOLET 12 ><:><><><>C>C: WH/BN TEMPERATURE RANGE —40°C to +105°C (—40°F to +221'F)
@ W23 connector g = X“%ET/WH”E H E%WG PROTECTION CLASS MEETS IEC IP67
wsiﬁm WH /YE CABLE RATINGS UL: ITC/PLTC/AWM, 105C, 300V
16 YE /WH .
PANEL CUTOUT (TYP\CAL) DRZ‘N 7 CSA: CMG/AWM, 105C, 300V
REF. KEY TO FLAT %iﬁ@oo@oc Y/Vﬁ//v://}j MAXIMUM PANEL THICKNESS 3.5 [0.138]
8.7 [0.34] REF.—»\ h ] DRAIN 8
12 v, GN/YE
6 DRAIN 9
9.0 [0.35]
$20.0+0.1 |
[#0.79+.004] +
* METERS
+100mm/—0mm OR 4%
(WHICHEVER IS GREATER)
SEE NOTE 1
NON—ROTATIONAL
BASIC THRU THRU 100.0 [3.94]
—  30.3 [1.19] |-
20.3 [0.80]— ‘«
M20x1.5
ﬁ J r 120 [0.47]
926.0 [1.02] | ]
REF M2\3><1 ‘6 9
\HEAT SHRINK
24.0 [0.94] = O—R\ch
GASKET JAMENUT
CABLE LENGTH TOLERANCE *
+ 4% (OR 50mm) OF LENGTH WASHER 10.0 [0.39]\/ /
ALL LENGTHS - 0% (OR Omm) OF LENGTH
WHICHEVER IS GREATER ~~
STAP LENGTH TOLERANCE * SOURCE DRAWING - FOR REFERENCE ONLY
0-7mm +0.5mm
ot 17 oo RELATED DOCUMENTS SRD ANCLE THIS DRAWING IS 3000 CAMPUS DRIVE
50-60 130 CONFIDENTIAL AND THE MINNEAPOLIS, MN 55441
70-100mm 54.0mm - PROPERTY QF TURCK TOUONRCEKK ImmCe 1-800-544-7769
2. INC. USE OF THIS
OVER_100mm +5.0mm G DOGUNENT WITHOUT : . (763) 553-7300
* UNLESS OTHERWISE SPECIFED 3. WRITTEN PERMISSION IS High Technology Sensors and Automation Conirols (763) 553-0708 fax
NOTES: 4 PROHIBITED. turck.com
o MATERIAL DRFT RWC DATE 02/03/05 DESCRIPTION .
1. ™" INDICATES CABLE LENGTH IN METERS. CONTACT TURCK TO ORDER ALL DIVENSIONS  TBVE SCRE 1_7 5 P-CKFL 19-977—
SPECIFIC LENGTHS. SEE SPECIFICATIONS DISPLAYED ON THIS -
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