MALE END VIEW WIRING DIAGRAM SPECIFICATIONS
CONTACT CARRIER MATERIAL NYLON or PBT
1 = WHITE/BLACK 1 WH/BK
2 = BLACK/WHITE 2 BK /WH CONTACT MATERIAL/PLATING BRASS/GOLD
3 = WHITE/GREEN DRAIN 1 HOUSING /LOCKNUT MATERIAL /FINISH STAINLESS STEEL/PASSIVATED
4 = GREEN/WHITE 3 WH/GN
5 = WHITE/RED 4 GN,/WH O—RING/GASKET MATERIAL RUBBER (NBR aor FPM)
6 = RED/WHITE DRAIN 2 RATED CURRENT [A] 3.0 A
7 = WHITE/ORANGE 5 /—><><><><><:WH/RD
8 = ORANGE/WHITE 52@><\— RD/WH RATED VOLTAGE [V] 300 V
9 = N/C ¥ DRAIN 3 OUTER JACKET MATERIAL/COLOR PVC/PLUM
10 = N/C 7 WH/OG
11 — DRAIN 8 0G/WH CONDUCTOR INSULATION MATERIAL PVC
12 = GREEN/YELLOW ) DRAIN 4 NUMBER OF CONDUCTORS [AWG] 8x22 AWG, 1x18 AWG GROUND
WW% Vi SRNA/‘E% DRAIN/SHIELD 5x22 AWG DRAINS/ALUMINUM FOIL SHIELDED
@ W23 connector 109 %H/g CONDUCTOR ARRANGEMENT 4 SHIELDED TWISTED PAIR W/DRAIN, 1 GND, 1 DRAIN
- (0} - (¢]
< / TEMPERATURE RANGE 40°C to 105°C (—40°F to 221°C)
PANEL CUTOUT (TYP\CAL) PROTECTION CLASS MEETS IEC IP67
CABLE RATINGS UL: ITC/PLTC/AWM, 105C, 300V
REF. KEY TO FLAT CSA: CMG/AWM, 105C, 300V
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HEAT SHRINK
O—RING JAM NUT
GASKET 10.0 [0.39]—/
WASHER I~
CABLE LENGTH TOLERANCE*
+ 4% (OR 50mm) OF LENGTH
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