FEMALE END VIEW WIRING DIAGRAM SPECIFICATIONS
: WH,/BK CONTACT CARRIER MATERIAL NYLON or PBT
1 = WHITE/BLACK Z;ij i: > Bk e CONTACT MATERIAL/PLATING BRASS,/GOLD
2 = BLACK/WHITE DRAIN 1
3 = WHITE/GREEN 3 WH,/GN HOUSING MATERIAL/FINISH STAINLESS STEEL
g = %‘ETEEN/RVEB‘TE 4 GN/WH RATED CURRENT [A] 9.0 A (PIN 12), 2.0 A (ALL OTHERS)
6 = DRAIN 9 DRAIN 2 RATED VOLTAGE [V] 150 V
7 = RED/WHITE 5 WH/RD
7 RD/WH QUTER JACKET MATERIAL/COLOR PVC/BLUE
8 = WHITE,/ORANGE J DRAIN. 3
9 = ORANGE/WHITE 5 L< WH/0G CONDUCTOR INSULATION MATERIAL PVC
10 = WHITE/BLUE [ <o /
11 = BLUE/WHITE 9 0G,/WH CONDUCTORS 16x22 AWG, 1x18 AWG GROUND
12 = GREEN/YELLOW DRAIN 4 DRAIN/SHIELD 9x22 AWG DRAINS/ALUMINUM FOIL SHIELDED
13 = WHITE /BROWN 1 o < Sy TEMPERATURE RATING —30'C to 80°C (—22°F to 176C)
14 = BROWN/WHITE BU/WH 0 °
15 = WHITE/YELLOW DRAIN 5 PROTECTION CLASS IEC P67
16 = YELLOW/WHITE 13 WH/BN
17 — WHITE /VIOLET 14 BN,/WH CONDUCTOR ARRANGEMENT & SHIELDED TWISTED PAIR W/DRAIN, 1 GND, 1 DRAIN
18 = VIOLET/WHITE DRAIN 6 CABLE RATINGS UL: ITC/PLTC/AWM, 105'C, 300 V
19 = N/C 15 WH /YE
16 [ O YE/WH CSA: CMX—OUTDOOR—CMG/AWM, 105C, 300V
v DRAIN 7 WALL PLATE MATERIAL 16 GA. 316 STAINLESS STEEL
%WOQQQC vaTH//v\v/L RECEPTACLE HOUSING MATERIAL/FINISH | STAINLESS STEEL, PASSIVATED
7 DRAIN 8 SEALING GASKET MATERIAL CLOSED CELL POLYETHYLENE FOAM
W% Vi SM‘YNEQ MOUNTING HARDWARE (SUPPLIED) 6-32 SCREWS, STAINLESS STEEL
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