FEMALE END VIEW PANEL CUTOUT LOCKNUT SPECIFICATIONS
3/4-14 CONTACT CARRIER MATERIAL PVC
286 [ 41.126 CONTACT MATERIAL/PLATING BRASS or COPPER/GOLD
27.0 [ 1-053] HOUSING MATERIAL/PLATING BRASS/NICKEL
RATED CURRENT [A] 27.0 A
RATED VOLTAGE [V] 600 V
3 CONDUCTOR INSULATION MATERIAL PVC
11/4
HEX S/TOCK NUMBERS OF CONDUCTORS [AWG] 4x12 AWG
1 = BLACK TEMPERATURE RATING —40°C to +105°C (—40F to +221°F)
2 = GREEN/YELLOW
5 — RED + PROTECTION CLASS MEETS NEMA 1,3,4,6P AND IEC IP67, IP68, IP6IK
4 = WHITE MAXIMUM PANEL THICKNESS 6.0mm [.236]
APPROVALS AND CERTIFICATIONS UL 2237, FM CLASS 1 DIVISION 2
35.9 [1.41] REF.
[R@NMEIF [ ] 6.0 [0.24]
I@sE. T
* METERS
63.6 [2.50] SEE NOTE 1
38.1 [1.50]
~ 332 [1.31]—~  — ~—12.7 [0.50]
r3/4714NPT
$43.7
[1.72] 1 3/8—16UN
L }
937.4 [1.47] LOCKNUT iy
CABLE LENGTH TOLERANCE * 8.5 [0.33] REF.— - GASKET
+ 4% (OR 50mm) OF LENGTH 10.0 [0.39]
ALL LENGTHS - 0% (OR Dmm) OF LENGTH
WHICHEVER IS GREATER
STRP LENGTH TOLERANCE *
0-7mm +0.5mm
8-29mm +1.0mm
30-49 +2.0
50-69mm I5.0mm SOURCE DRAWING - FOR REFERENCE ONLY
70—-100mm +4.0mm
OVER _100mm +5.0mm
* UNLESS OTHERWISE SPECFEED RELATED DOCUMENTS SRD ANCLE THIS DRAWING IS 3000 CAMPUS DRIVE
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