MALE END VIEW (PW] SEW END VIEW CABLE SPECIFICATIONS
JUMPER OUTER CABLE JACKET MATER\AL/COLOR TPE/ORANGE
PINS 1,3.5 ‘|: 6 @ CONDUCTOR INSULATION MATERIAL PVC/NYLON (NYLON QVERCOAT)
™ o/\o - TG NUMBER OF CONDUCTORS [AWG] 4x14, 4x18 AWG (2x SHIELDED, TWISTED PAIRS)
ﬂ ] O m E [Kj SHIELDING TC BRAIDED (Pairs), T—C BRAIDED (OVERALL)
@ TEMPERATURE RANGE —40'C to +90'C (—40°F to +194°F)
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4= 2 = BLACK #1 8 = N/C DO NOT DISCONNECT UNDER LOAD
5 = 3 = JUMPER g = N/C
6 = 4 = BLACK #2 10 = BLUE #8
7 = BLACK #2 5 = JUMPER 11 = BLUE #7
8 = BLUE #6 6 = BLACK #3 12 = BLUE 6
@ = GRN/YEL & HOUSING @ = GREEN/YELLOW @ = GREEN/YELLOW
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CABLE LENGTH TOLERANCE*
+ 4% (OR 50mm) OF LENGTH
ALL LENGTHS - 0% (OR Omm) OF LENGTH \O Oj
WHICHEVER IS GREATER
STRP LENGTH TOLERANCE *
O0—7mm +0.5mm
8—-29mm +1.0mm
30-49mm +2.0mm
50-89mm 33.0mm
70—100mm 14.0mm
OVER 100mm 15.0mm
=¥ * UNLESS OTHERWISE SPECIFIED
HARTING HQOD: 19120080526
HARTING CONNECTOR: 091200830011 _
HARTING CONTACTS: 09330006102 & 09330006105 SOURCE DRAWING - FOR REFERENCE ONLY
REMKE CORD GRIP: RSM—25211
RELATED DOCUMENTS ZRD ANGLE 3000 CAMPUS DRIVE
] PROJECTION CONFIDENTIAL AND. THE MINNEAPOLIS, MN 55441
- PROPERTY OF TURCK 1—800-544-7769
NOTES: . o | | W WIRCEK ot
. WRITTEN PERMISSION IS (763) 553-0708 fax
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