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SPECIFICATIONS

CONTACT MATERIAL/PLATING

NICKEL/SILVER

HOUSING MATERIAL/COLOR

PBT/BLUE

RATED CURRENT [A]

30 A

RATED VOLTAGE/MAX. VOLTAGE [VAC]

480 VAC/600 VAC

CONDUCTOR INSULATION MATERIAL

pPvC

NUMBERS OF CONDUCTORS [AWG]

4x8 AWG

TEMPERATURE RATING

—40'C to +60°C (—=40F to +140°F)

67.0 [2.64]

‘ﬁ 48.0 [1.89]—~

72.5
[2.85] E‘f'o
CABLE LENGTH TOLERANCE*
+ 4% (OR 50mm) OF LENGTH
ALL LENGTHS — 0% (OR Omm) OF LENGTH
WHICHEVER IS GREATER
STRIP LENGTH TOLERANCE*
0-Tmm £0.5mm
8—29rmm +1.0mm
30—49mm +£2.0mm
50—-69mm 13.0mm
70—100mm +4.0mm
QOVER 100mm +5.0mm
* UNLESS OTHERWISE SPECIFIED

NOTES:

1. ™7 INDICATES WIRE LENGTH IN METERS. CONTACT TURCK TO ORDER SPECIFIC

LENGTHS.

-~ 50.0 [1.97]—

65.2 [2.57]

PROTECTION CLASS IEC IP686, IP67
* METERS
SEE NOTE 1
— 10.0 [0.39]— T

4X 9 94.5 [90.18]
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