FEMALE END VIEW WIRING DIAGRAM SPECIFICATIONS
CONTACT CARRIER MATERIAL NYLON or PBT
PaR-[ ) = é"dg@%ﬁ% ] :W@QW\QE//% CONTACT MATERIAL/PLATING BRASS,/GOLD
PAR—[ 3 = WHITE/GREEN v DRAIN 1 | RECEPTACLE MATERIAL/FINISH STAINLESS STEEL/PASSIVATED
4 = GREEN/WHITE | 3 WH /GN
5 = WHITE /RED 2 GN/WH | RATED CURRENT [A] 9.0 A (PIN 12), 2.0 A (ALL OTHERS)
PA‘R{ 6 = DRAIN DRAIN 2 | RATED VOLTAGE [V] 150 V
g - @EH?T/EV%%NGE > \é’g//m QUTER JACKET MATERIAL/COLOR | EX60/BLUE
PAR— 2= SVE/‘%TNEGEE;/mE\TE v DRAIN 3 | CONDUCTOR INSULATION MATERIAL | XLPE
PAR— 47 Z BLUE//WH\TE 82 >4><>©©<j{><:: (V)V(H;?V%S NUMBER OF CONDUCTORS [AWG] | 16x22 AWG, 1x18 AWG GROUND
12 = GREEN/YELLOW DRAIN 4 | DRAIN/SHIELD 9x22 AWG/ALUM.—POLYESTER FOIL (PAIRS & QVERALL) &
Par— 13 EVRHQV%%%E 19 X S o= WH/BU TINNED—COPPER _BRAID
PAR—[ 15 = WHITE/YELLOW S H __EE)URQ%HB CONDUCTOR ARRANGEMENT 8 SHIELDED TWISTED PAIRS W/DRAIN, 1 GND, 1 DRAIN
1? = ;VEHL\#E;V\//\X)VLHSE 13 o= WH/BN [ TEMPERATURE RANGE —60C to +105C (—76F to +221°F)
PAR— 18 _ vioLe? whime | E “‘%’MWB PROTECTION CLASS IEC IP67
19 = N/C
/ 15 >—p| | = WH/YE | CABLE APPROVALS UL: ITC—ER/PLTC—ER, DIRECT BURIAL, 105C, —60C COLD BEND
16 U = YE/WH CSA: CIC, 90C, 300V
v DRAIN 7
17 WH/VT [ MAXIMUM PANEL THICKNESS 3.5 [0.138]
18 VT /WH
T T DRAIN 8
12 GN/YE
6 V V DRAIN 9
* METERS
+100mm/—0mm OR 4%
(WHICHEVER IS GREATER)
SEE NOTE 1 100.0 [3.94]
| 30.3 [1.19] |—
20.3 [0.80] — —
FMZOMB Fom.g [0.57]
$26.0 [1.02] ) 3 3 B
REF
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O—RING
HEAT SHRINK

GASKET
WASHER
JAM: NUT CABLE LENGTH TOLERANCE ¥
+ 4% (OR 50mm) OF LENGTH 10.0 [0.39]
ALL LENGTHS | - 0% (OR Omm) OF LENGTH /
PANEL CUTOUT (TYP‘CAL) WHICHEVER IS GREATER ~-
REF. KEY TO FLAT STRP LENGTH TOLES 5‘::‘:5*
8.7 [0.34] REF-"\ B—29rmm I1.0mm
# PN 30—43mm +2.0mm
50—69mm +3.0mm
70—100mm +4.0mm
9.0 [0.35] OVER_100mm £5.0mm SOURCE DRAWING - FOR REFERENCE ONLY
©20.04+0.1 * UNLESS OTHERWISE SPECIFED
[60.79+.004]
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NOTES: ALL DIMENSIONS APVD M SCALE 1 _4 g P—CKFLV 19—-1294XL—*
s SEE SPECIFICATIONS DISPLAYED ON THIS i _
1. "*" INDICATES CABLE LENGTH IN METERS. CONTACT TURCK TO ORDER SPECIFIC e e UNIT OF MEASUREMENT
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