MALE END VIEW WIRING DIACRAM CABLE SPECIFICATIONS
OUTER CABLE JACKET MATERIAL/COLOR| PVC/BLACK
WHITE WHITE CONDUCTOR INSULATION MATERIAL PVC/NYLON
RED RED 2 NUMBER OF CONDUCTORS [AWG] 4x12 AWG
BLACK BLACK s " R X
TEMPERATURE RANGE —40°'C to +80°C (—40'F to +176°F
CREEN ® GREEN ° ( ° )
1 = WHITE AR RR \Dl
2 = N/C 1.2 3 4 5 6 7 8GND
3 = RED
4 = N/C J3
5 = N/C
6 = N/C
7 = BLACK
8 = N/C
@: GREEN/YELLOW & HQUSING — -—54.5 [2.15] REF.
* METERS _ @ * METERS (®)
SEE NOTE 1 SEE NQTE 1
-~ 100.0 [3.94]— -—100.0 [3.9414‘
FWZG [0.50] r<z>12.6 [0.50]
J =3 ———— s p———— 2
* * 10.0 [0.38T==
T —10.0 [0.39] .0 [0.38]9—__
(2)() CLEARANCE FOR
#8 or #10 FASTENER -—38.1 [1.50]
(M4 or M5)
CAUTION
LABEL
HARTING HOOD: 09 12 008 0527
HARTING CRIMP TERMINAL: 09 12 008 3001 (©
HARTING CONTACTS: 09 33 000 6107 *METERS
CABLE GLAND: 19 12 000 5057 SEE NOTE 1
CABLE LENGTH TOLERANCE* .
+ 4% (OR 50mm) OF LENCTH A CAUTION
ALL LENGTHS — 0% (OR Omm) OF LENGTH RISK OF ELECTRICAL SHOCK
WHICHEVER IS GREATER
STRP LENGTH T DO NOT DISCONNECT UNDER LOAD
0—7mm +0.5mm
8-29mm +1.0mm
30—49mm +2.0mm SOURCE DRAWING - FOR REFERENCE ONLY
50-69mm +3.0mm
70-100mm +4.0mm
OVER 100mm +5.0mm RELATED DOCUMENTS 3RD ANGLE THIS DRAWING 1S 3000 CAMPUS DRIVE
* UNLESS OTHERWISE SPECIFIED .. PROJECTION CONFIDENTIAL AND THE MINNEAPQLIS, MN 55441
1-800-544-7769
- &  |giii, | W DIRCEK oo
NOTES: - WRITTEN PERMISSION IS (763) 553-0708 fax
4. PROHIBITED. www.turck.us
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