BOARD LAYOUT

MOUNTING HOLE

MALE END VIEW
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CONTACT CARRIER MATERIAL/COLOR

NYLON OR TPU/YELLOW

CONTACT MATERIAL/PLATING BRASS/GOLD
HOUSING, LOCKNUT MATERIAL/PLATING | BRASS/NICKEL
GASKET MATERIAL RUBBER
RATED CURRENT [A] 4.0 A

RATED VOLTAGE [V] 250 V

NUMBER OF CONDUCTORS [AWG]

PRINTED CIRCUIT PINS

TEMPERATURE RATING

—40°C to +80°C (—40°F to +176'F)

PROTECTION CLASS

MEETS NEMA 1,5,4,6P AND IEC IP68
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1. DO NOT REMOVE PIN SPACER.

2. UNIT SNAP—FITS INTO 0.062 TO 0.125 THICK PC BOARDS.
3. 7S1123” DESIGNATES SEAL/MOUNT KIT, (2)GASKETS, (1)Lock wasROURGE PRAWING,;EOR REFERENCE ONLY
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SEE SPECIFICATIONS

FINISH

C | CHANGE WASHER
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DESCRIPTION

WFS 4.4—PCB/S1123

MILLIMETER [ INCH ]

IDENTIFICATION NO.
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